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Applications: Outdoor (IP65)

Efficacy:  120-135lm/W

Dimming: Non-Dimming

LED Type: SMD2835

Operating Temp: -4°F to 113°F

Operating Humidity: 10-90% RH

Lifespan: 50,000 hours

Warranty: 5 years
Size 14.25”x9.4”x9.9”

Watts 55W

Voltage AC100-277V

Dimming Non-Dimming

Beam 
Angle 110°

CRI >80

PF >0.9

Lumens 6800-7600lm

CCT 5700K

IP Rating IP65

Materials Aluminum, Glass

Finish Bronze

Lens Clear

Lifespan 50,000 Hours

OVERVIEW

SARIN LED SEMI-CUTOFF WALL PACKS light up your outdoor spaces 
in rain, snow and darkness with bright and high quality LEDs. These 
wall packs are built to run for long periods and save you money through 
energy efficiency and  far fewer replacement intervals. They last up to 
50,000 hours, which translates to almost 6 years of continuous runtime! 
They also feature a photocell light sensor that automatically switches the 
unit on or off depending on the amount of light it detects.

Wall Pack lights are popular in entryways, for general area lighting, 
perimeter lighting, and storage facilities. These are widely used in the 
lighting of homes, hotels, offices, hallways, garages, streets, landscaping 
and other commercial spaces. These fixtures are suitable for a variety of 
applications and outdoor use.

•	 �Photocell Light Sensor 
automatically activates the 
lights when dark

•	 �Die-Cast Aluminum Casing 
for thermal management and 
durability

•	 �Beautiful Powder Coated 
Bronze finish looks great in 
any location

•	 �Prismatic Glass Refractor 
doesn’t yellow when exposed 
to UV rays, as opposed to its 
plastic counterparts

•	 �LEDs last for 50,000 hours,

•	 �Bright and uniform, instant 
start, non-flickering, non-
humming LEDs

FEATURES
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IMPORTANT SAFEGUARDS: DIMENSIONS:

1.	 Installation, service and maintenance should be 
performed by a qualified licensed electrician.

2.	 Make all electrical and grounded connections in 
accordance with national electrical code and any 
applicable local code requirements.

3.	 Disconnect power at fuse or circuit breaker 
before installing or servicing.

4.	 Review the diagrams thoroughly before 
beginning.

5.	 Do not mount in hazardous locations, or near 
gas or electric heaters.

6.	 Do not let power cords touch hot surfaces.
7.	 Equipment should be mounted in locations 

where it will not be subjected to tampering by 
unauthorized personnel.

8.	 Do not use equipment for other than its intended 
use.
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Common Stock Models:

ORDER FORM:

SES

SES-SWP02-5700-55
Example Model Number

Quantity

Fixture

SWP02 110° 100-2775700K 55W

CCT Watts Beam Angle Voltage

Custom Model Assembly

SWP02
CCT Watts Beam Angle VoltageFixture

Item # Model #

10520 SES-SWP02-5700-55

(*) Special Order/Not Commonly Stocked

5700 55W 110° 100-277


